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for the

U. S. Air Force

LONGITUDINAL AND IATERAL STABILITY AND CONTROL
CHARACTERISTICS AND VERTICAL-TATL-LOAD MEASUREMENTS FOR
A 0.03-SCALE MODEL OF THE AVRO CF-105 AIRPLANE AT
MACH NUMBERS OF 1.60, 1.80, AND 2.00%

By H. Norman Silvers, Roger H. Fournier, and
Jane S. Wills

SUMMARY

An investigation has been made in the Langley Unitary Plan wind
tunnel at Mach numbers of 1.60, 1.80, and 2.00 to determine the aero-
dynamic characteristics of a 0.03-scale model of the Avro CF-105 airplane.
The investigation included the determination of the static longitudinal
and lateral stability, the control and the hinge-moment characteristics
of the elevator, rudder, and aileron, as well as the vertical-tail-load
characteristics.

Although thé data are presented without analysis, a limited inspec-
tion of the longitudinal control results indicates a loss in maximum
lift-drag ratio due to trimming of about 1.8 because of the large static
margin. A reduction in static margin would be expected to improve the
trim lift-drag ratio but would also reduce the directional stability.
With the existing static margin, the conflguratlon is directionally
unstable at angles of attack above about 6° or 8°.

INTRODUCTION

At the request of the United States Air Force, an investigation of
the aerodynamic characteristics of a 0.05-scale model of the Avro CF-105
airplane has been made in the Langley Unitary Plan wind tunnel.

*Title, Confidential. -
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The airplane is a twin-jet-propelled tailless fighter design
having a cambered 61.4° delta wing with a thickness ratio of 3.5 per-

cent. The inner wing leading edge is drooped 8°, and the outer wing
leading edge is extended 10 percent of the wing chord and drooped 4°.

A leading-edge notch is located between the inboard and outboard
leading-edge sections. Inlets are located on the sides of the fuselage

forward of the wing leading edge. A swept vertical tail is used to
previde directionsl stability. Tongitudinal, lateral, and directions

- e Vawdalvd, 2 VA ddede V) APCAGS L VA il ¢ LG UTL T g Qi wad Cv v

control are provided by conventional flap-type surfaces.

L

An investigation of this model has been mede at a Mach number

X .
K _ - o) ~ MTracanm +117 I A +h
of 1.41 in the Iangley 4~ by 4-foot supersonic pressure tunnel and the

results are presented in reference 1. The purpose of the present paper
is to present the results of an investigation of the 0.03-scale model

of the Avro CF-105 at Mach numbers of 1.60, 1.80, and 2.00 in the Langley
Unitary Plan wind tummel. TIn addition to six-component force and moment
results for the model, three-component force and moment results were
obtained on the vertical tail. Elevator, rudder, and aileron hinge
moments were also measured. Total pressures were measured at two span-
wise stations on the vertical tail near the tip.

The results of this investigation are presented without analysis.

COEFFICIENTS AND SYMBOLS

The systems of axes used are shown in figure 1. All data are
referred to the body axis system except for the lift and drag coeffi-
cients which are presented about the stability axis system. Moment
coefficients are referred to a point in the wing chord plane which is
located at the 28-percent chord of the wing mean serodynamic chord.

"By panel bending moment, in-1b
b span, in.
) mean aerodynamic chord, in.
cr, 1ift coefficient, =Lt

as

. s Drag

Cp drag coefficient,

asS
CD i internal drag coefficient, Internal drag

B aS

CENRTRNE........
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s s Base drag
C base drag coefficient, -—————=
D,b & ’ qS
My
Cm pitching-moment coefficient, parere
Q:
My
Cy rolling-moment coefficient, —gg
ac,
Cl aileron-control effectiveness parameter, =——
Og, Bﬁa
C awing-moment coefficient, ——
n J g b) aSb
3,
Cn8 rudder-control effectiveness parameter, 3
r r
C side-~force coefficient L
Y ’ S
He
Ch.e elevator hinge-moment coefficient, =
’ S_c
UeCe
By
Ch.r rudder hinge-moment coefficient, =
’ qSrcr
Hy
Ch.a aileron hinge-moment coefficient, —
¢ Q55C4
Py = Py
CP pressure coefficient, —a
Ch.v root-bending-moment coefficient of vertical tail about
? vertical-tail root chord (0.96 in. above fuselage refer-
ence line),
qubv
Cn,v yvawing-moment coefficient of vertical tail about a vertical

axis through the leading-edge point of the vertical-tail

root chord,

95,Cy
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CY v side-force coefficient of vertical tail, based on wing area,
2 Yv
gs
acm
C piteching-moment-curve slope (CL = 0) y
ey, oCy,
o
Cy, lift-curve slope (or. = O°) s —C—L-
x o
, R s 0o ac'l.
C-LB effective-dihedral parameter (B =0 ) 5 -3?
. . i o SCn
CnB directional-stability parameter (B =0 ) , B_B—
c side-force parameter (B = O°) EC—X-
H hinge moment, in-lb
M free-stream Mach number
My moment about X-axis, in-1b
MY moment about Y-axis, in-l1b
Mg, moment about Z-axis, in-l1b
n, panel yawing moment, in-lb
p; local total pressure
P, free-stream total pressure
o] free-stream dynamic pressure, lb/ sq £t
S wing area including body intercept, sq ft
Y force along Y-axis, 1b
pon panel side force, 1b
o angle of attack referred to body reference line, deg

L)
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B angle of sideslip referred to model plane of symmetry, deg
Be elevator deflection perpendicular to hinge line, deg
oy rudder deflection perpendicular to hinge line, deg
Bg, alleron deflection perpendicular to hinge line, deg
Of deflection of wing nose flap, deg
Subscripts:
a aileron
e elevator
0] denotes value of parameter at zero 1lift coefficient
r rudder
v vertical-tail panel
APPARATUS
Wind Tunnel

The tests were conducted in the low Mach number test section of the
Langley Unitary Plan wind tumnel, which is a variable pressure, return-
flow type of tunnel. The test section is 4t feet square and approximately
T feet in length. The nozzle leading to the test section is of the
gsymmetric sliding-block type, which permits a continuous variation of
Mach number from spproximately 1.56 to 2.80.

Support System

Forces and moments for the model were measured by mesns of a six-
component internal strain-gage balance. This balance was attached by
means of a sting to the tunnel central support system. Included in the
model support system was a remotely operated adjustable angle coupling
that permitted tests to be made at variable angles of attack concurrently
with variations in angle of sideslip.
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Model

Details of the model are shown in figure 2, and its geometric charac-
teristics are given in table I. Photographs of the model are presented
in figure 3.

The model had a modified delta wing with a leading-edge sweep
of 61.4°, and aspect ratio of 2.04, a taper ratio of 0.089, and was com~
posed of 3.5-percent-thick cambered airfoil sections. The outer wing
leading edge was extended 10 percent of the chord and drooped 49, The
inner wing leading edge was drooped 8°. A leading-edge notch was located
between the inner and outer portion of the wing leading-edge sections
at about the midsemispan point.

The fuselage of the model had a conical nose with an included angle
of 30°. The external lines of the model fuselage were altered slightly
from those of the airplane in that a portion of the afterbody on the
underside of the fuselage was enlarged to accommodate the sting support.

The model was equipped with inlets on the fuselage sides that were
ducted to a single exit around the sting at the base of the model. TFor
most of the investigation, the inlets were open to permit air flow through
the model. In addition, for one test, faired plugs (see fig. 2(a)) were
used to close the inlets so that some results might be obtained without
flow through the ducts. The model was equipped with a rudder, two eleva-
tors, and a single aileron on the right wing. These controls were manu-
ally adjustable and were equipped with strain-gage beams. The vertical
tail was equipped with a three-component strain-gage balance designed 1o
to measure the side force on the tail, the root bending moment of the
tail, and the tail yawing moment.

TESTS

Tests were made through an angle~of-attack range from approximately
49 to 18° at about -4°, 0°, and 4O angles of sideslip. To obtain the
lateral stability parameters throughout the angle-of-attack range, the
incremental differences were taken between the lateral coefficient
results obtained at sideslip angles of -4° and 4° and divided by the
increment in the angle of sideslip. At nominal angles of attack of 1.50,
6°, 10°, and 17°, tests were made from angles of sideslip of -4° to 18°
to illustrate the linearity of the lateral characteristics with change
in sideslip angle.

Tests were made over an angle-of-attack range from approximately -4©
to 18%° with various deflections of each control surface (elevator, rudder,

OOy
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and aileron) to determine control effectiveness. The right aileron only
was deflected for the aileron effectiveness runs.

The test conditions are listed in the following table:

Mach peiing e Reynolds
J 2
number psia psf number
1.60 11.7 710 2.82 x 10°
1.80 11.7 665 ' 2.65
2.00 11.7 602 2.k

Tests were conducted at a stagnation temperature of 125° F. Reynolds
number is based on the mean aerodynamic chord of the wing.

CORRECTIONS AND ACCURACY

No corrections have been applied to the data for stream angulsrity
or buoyancy. The longitudinal pressure gradients are small and produce
negligible effects on the model. Preliminary indications from the tun-
nel calibration are that some flow angularity exists. The flow angular-
ity is in a direction to increase the angles of attack presented and is
of the order of 0.3°, 0.5°, and 0.7° at the test Mach numbers of 1.60,
1.80, and 2.00, respectively. The changes in the model angles of attack
resulting from flow angularity will have an effect on the drag coeffi-
cients presented. The effects are of most significance at the smaller
angles of attack when the drag coefficients based on corrected angles
will be larger for positive angles and smaller for negative angles.

This change in the model drag coefficients is not included in the quoted
accuracy of drag in the listing of accuracy that follows.

The maximum deviation of local Mach number in the portion of the
tumnel occupied by the model was +0.015 from the average values listed
in the preceding section.

The angles of attack and sideslip have been corrected for the deflec-
tion of the support system under load. The angles of the conitrol sur-
faces (elevator, rudder, and aileron) have not been corrected for deflec-
tion under load. The control-surface angles presented are the static
values measured during pretest calibration.

CONERDTRL
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The internal drag coefficients were determined for the model with
undeflected controls by use of a ring choke at the exit of the duct.
The pressure differentisl between the measured total pressure ahead of
the normal shock at the choke and free-stream total pressure was used
to calculate the internal drag coefficient. The pressures on the
annulus of the base of the fuselage were measured with the inlet open
and with the inlet faired. With the inlet faired, the annulus area
is equal to the total base area. The pressures in the chamber housing
the strain-gage balance were also measured for both the open and faired
conditions of the inlet. However, it was found that the chamber was
not pressure sealed from the ducts, so that with the inlets open an
unreliable value of chamber pressure was measured. Hence, no chamber
drag coefficients are presented for the model with the inlets open.

The measured chamber pressures have been combined with the measured
base pressures for the model with the faired inlets and are included

in the base drag coefficients presented for the model with faired
inlets. The values of base drag coefficients presented refer the meas-
ured pressures to the level of free-stream static pressure at the base
of the model. The model drag ccefficients presented are not corrected
for either the internal drag or the base drag. A correction of the
drag coefficients can be made for the faired inlet model by a subtrac-
tion of the base drag coefficients from the presented model drag coeffi-
cients. It is not possible, however, to obtain net external drag
coefficients for the open-inlet model because the chamber pressure drag
could not be evaluated.

The estimated accuracy of the individual measured coefficients of
forces and moments and angles is within the following limits:

CL « = + « « o & v o o o 4 e 4 e e e e e e e e e e e . *0.008
CD « = ¢ = @+ & o e e e e e e e e e e e e e e e e e .. . *0.0013
CHL « = = ¢ o+ o @ o o e o e e e o e e e e et e e e e e .. *0.003
P T 10 0's]
Gl v = o e e e e e e e e e e e e e e e e e e e e e e e ... %0.0008
CY « ¢« o e et e e e e e e e e e e e e e e e e e e e .. %0.0038

Chye = =« ¢+ o o o o o o s et et e e e e e e s e e e e .o . *0.0072
Ch,r = + =+ = =« ot ot o 4t e e e e e e u e e e s .o . 10.0026
Chya * = = = = = o o o o o s o e o s o oo e 0 s ... . F0.0066
Ch,y = + + » o o v e o o v s s e e s s s a e e e s e s s . s %0.0013
Ch,v « @« ¢« o & o o s e e e e e e e e e e e e .o .. .. 20.0016
CY,v « ¢ ¢ ¢ & & o & o s s o e s s e s s s e e e e aa .. *0.000

Uy ABE ¢ v ¢ ¢ 4 4 i e i e e e e e e s 6 s 6 e s e e e e s 0.1
S o = +0.1
Besr GBE & & & & 4 i et e e e e e e e e e e e e e e e e e e +0.3
Opry ABE « v & v 4 ¢ v 4 v b e e e e e e e e e e e e e e e 0.3
Sa,deg........................... iO.h
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It should be remembered that flow angularity exists in the test
section. The results presented are not corrected for this condition.
The accuracy values quoted for angle of attack represent the positioning
accuracy of the model in the test section and do not include test-section

flow angularity.
RESULTS

The results of this investigation are presented in the following
figures:

Figure

Base and internal drag coefficients, inlets open . . . . . . . . L
Base drag coefficients, inlets faired . . . . e e e o s e s 5
Schlieren photographs of 0.03-scale model of Avro CF-105

airplane tested in Unitary Plan wind tunnel . . . . . . . . . 6
Effect of elevator deflection on longitudinal aerodynamic

characteristics of test model; 8, =8, =0° . . . .. .. .. T
Effect of deflection of outboard wing-leading-edge flap on

longitudinal aerodynamic characteristics of test model;

Se=5r=5a=00.........o.........o.. 8
Effect of aileron deflection on longitudinal aerodynamic

characteristics of test model; &g = -9.8° and 5, = ° .... 9
Effect of inlet fairing on longitudinal serodynamic

characteristics of test model; Bg = 8y = 85 = ... ... 10
Variation of lateral stability characteristics of test

model with angle of sideslip; g =85 =0% . . . . « . . . . . 11
Variation of lateral stability characteristics of test model

with angle of attack; 8 =8, =8, =0° . .. . ... .... 12
Variation of lateral stability characteristics of test

model, vertical tail off, with angle of attack;

Be =85 =00 & o 4 v ottt e e e e e e e e e e e e e e e 15
Effect of rudder deflection on lateral aerodynamic

characterisites of test model; B =85 =0° . . . . . . . .. 1k
Effect of aileron and elevator deflection on lateral

aerodynamic characteristics of test model; 8, = o° ..., .. 15
Variation of elevator hinge-moment coefficient with angle

of attack . . . . . . 4 e e e e e e e e e e e e e e e e e 16
Variation of elevator hinge-moment coefficient w1th 1ift

coefficient . . . . . . & ¢ ¢ i v e e e b e e e e e e e o 17
Variation of rudder hinge-moment coefficient with angle

of attack . . . . . . 4 e i e i e e e e e e e e e e e e e e 18
Variation of aileron hlnge-moment coefficient with angle of

attack . . . ¢ . . . o e e et i e s e e e e e e s e e e s e 19
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Figure
Variation of pressure coefficient with angle of attack
for probes at tip of vertical tail . . . . « ¢ ¢« o . o v . o . 20
Variation of vertical tail loads of test model with
-angle of attack; Be =Bp =05 =00 ¢ v ¢ 4 4 e 4 4 0 e 0. . . 21
Variation of aerodynamic characteristics of vertical-
tail loads with angle of sideslip. . . . « v ¢ o ¢« ¢ ¢ o « « & 22

Effect of rudder deflection on aerodynamic characteristics
of vertical-tail loads . . o« e e 23

oi+i1idina’l
G

]
AP Tan o act
ULl 40liglouuliiaLr o =R

Chymma yer
uuuuma,.;.y =3

model . . .
Summary of longitudinal control effectiveness of test

model

L L4 . L4 - ° o - - - o . L . . L] L - L) - - L] L L . 2)4'

e s e e s e e e e s e e s e s s e e e e e e s e e 25

"Summary of aileron control characteristics of test model . . . . 26

Summary of rudder control characteristics of test model . . .. 27
Qrommamir AP Tadanral atahiTd4yr navamataoara vwrid+h vramndad-dAn
Wil Y Wi lLauvTlald DUGUJ.J.J-UJ LIG:J.OJ.LLCUC.LQ W.LLLL VGl Lc UlUll

of angle of attack of test model . . . . v ¢ ¢« v ¢ & ¢ « « o 28
Summary of lateral stability paremeters with variation

of Mach number of test model . . .+ ¢ ¢ ¢ ¢ ¢ ¢ o o o o & ¢ o & 29

CONCLUDING REMARKS

Although the drag coefficients of the model are not corrected for
either internal and base pressure effects or angularity of the airstream,
a valid indication of the increment in drag due to trimming the model
can be obtained from the results. In terms of the maximum lift-drag
ratio, it is estimated that trimming the model reduces the maximum 1ift-
drag ratio about 1.8 from that for the untrimmed model with undeflected
controls. This is in part due to the large static margin employed.

A reduced static margin would of course reduce the loss in lift-
drag ratio due to trimming, but it would also reduce the directional
stability of the configuration. With the existing static margin, the
model becomes directionally unstable at angles of attack greater than 6°
or 8° which is well within the operational angle-of-attack range of this
configuration at supersonic speeds.

Langley Aeronautical Laboratory,
National Advisory Committee for Aeronsutics,
Langley Field, Va., July 15, 1958.
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TABLE I.- GEOMETRIC CHARACTERISTICS OF MODEL

Wing:
Area, sg ft . « . « o« o ¢« o o o o o
Span (projected), in. . + + « « . .
Mean geometric chord, in. “ e v e .

Sweep of quarter-chord line, deg . .
Sweep of leading edge, deg e e e o e
Aspect ratio . . . . . « o s s e e
Taper ratio . . . « « v ¢« ¢« ¢ ¢ « o &
Dihedral, deg . « o o o o o « & o .
Incidence, deg . . + o o o o « o o
Thickness ratio, percent . . . . . .

e o o s e e e o ® o o o
o o e e ® o © e o e ©
............
» e o o e o e o o e o
o o © e e o e @ e e o o
e o ° e« &4 © e o o o e
o o e e e © e e o o e

@ e o o e ¢ o e . °
e o o e © e e o o ® & o
6 o0 o e e e e © e e o .

Vertical tail (theoretical, with root station 0.96 inch

above fuselage reference line):
Area, sg £t . « . - . 4 o e o e 0 e .

Span, in. e s e v s e e s e s e

Mean geometric chord, in. e e e o e
Sweep of leading edge, deg . . . . .
Aspect ratio (panel) . . . . . . ..
Taper ratio « « &« v ¢ ¢« ¢ ¢« ¢« o & o &

Elevator:
Area, sq ft . . . « . ¢ ¢ 0 o .. ..
Span, in. e e e e e o e e e e e
Mean geometric chord, in. e e e e e

Rudder:
Area, sq ft . . . . . .« e e o 4 e o s
Span, in. . . . . . . . c e e 0 .. .

Mean geometric chord, in. .« e s o .

Aileron:
Area, sq ft . . . . . . . . . . . .
Span, in. . . . . .. “ o e o e .

Mean geometric chord, in. e e o e e

@ o & o & & o e s o o
e o o e e e e 0 o e o e
e o o o o e e e o & e o
¢ o 8 e e e o e © o e @
o e o o e o o e s e e o
. o ® e e & 0° e e o
e o o o e o o & o & e o
¢ e o © o o e s o e e
* e e e e e o e
L] ® o o @& & 0o e o e e »®
e o e e © e o e o ¢ o o
e o © e a e e o e o o

1.1025
18.000
10.878
55
61.h4
2.0k
0.089
Sy

0

3.5

0.143
% .635
L. 872
59.3
1.04
0.298

0.048
3.665
1.89

0.0343
3.615
1.h22

0.030

3.605
1.261
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Relative wind

Reldtive wind

Relative wind

(a) Body axes.

Figure 1.- Axis systems. Arrows indicate positive directions.
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Relative wind

MXs

Relative wind '

\
-

(b) Stability axes.

Figure 1.- Concluded.
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(a) Three-view drawing of model.

Figure 2.~ Details of model. All dimensions in inches unless otherwise noted.
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(b) Details of wing.

Figure 2.~ Continued.
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(c) Details of vertical tail.

Figure 2.- Concluded.
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(2) Side view. 1-95126

Figure 3.- Photographs of a 0.03-scale model of the Avro CF-105 airplane.
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() Top view.

Figure 3.~ Continued.

L-95127
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(c) Three-quarter front view. 1.-95128

Figure 3.- Continued.
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(d) Bottom view.

Figure 3.- Concluded.
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% o} 4 8  I2 6 20
a, deg

Figure 4.~ Variation of base drag coefficient and internal drag coeffi-
cient with angle of attack with the inlets open.
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Figure 5.~ Variation of base drag coefficient with angle of attack with the inlets faired.
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a=150°

(a) M = 1.60. 1.-58-2513%

Figure 6.~ Schlieren photographs of a 0.003-scale model of the Avro CF-105 airplane.

82nRGIS WY VOVN

e



(p) M = 1.80.

Figure 6.- Continued.

I-58-2514

g2ngaIsS Wd VOVN

Ge




NACA RM SL58G28

a=43°

a=0.I°

a=12.7°

a=84°

L-58-2515

M = 2.00.

(c)

Figure 6.- Concluded.

26



NACA RM SI58G28 CONEESENDiakiy 27

12

al
deg

(a) M = 1.60.

Figure T.- Effect of elevator deflection on the longitudinal aerodynamic
characteristics of the test model; &, = B, = 0°.



28

NACA RM SI58G28

1N
Pt

[+ N8

B
ol T

J2r
08f

.16.
ol
'+ 81

a

€9

d

= 1.80.

M

)

b

(

Figure 7

- Continued.



29

NACA RM SL58G28

EESENEEEER

TwET

08r

Cm

-04
deg ©

arn

M = 2.00.

c)

(

Figure T7.- Concluded.




NACA RM SL58G28 L 30

08

=L o Orooped =
=5 0 Undrooped =

o e

-081—{—-

S 1 I

16

112 %

20+

a D

() M = 1.60.
Figure 8.~ Effect of deflection of outboard wing-leading-edge flap on the

longitudinal aerodynamic characteristics of the test model;
5e=6r=88_=0°.

CONTEDT i



NACA RM SI58G28 CONSRRREien 31

04 17 T
N =
3 b - -
0 = =t bt B -
2 ~ - —t—t- 6f 2]
) - f
Cn ERESNEEAL A - L4t O Drooped
04+ T * ST F O Undrooped

—r A

= p 2 ¢ 3 4 5 6 T

(b) M = 1.80.

Figure 8.- Continued.



NACA RM SL58G28

(-

o5

© Drooped

O Undrooped -

IRRORR I
OO A A

| &

-08

S REEEEES

-2

20}

eg

a, _
d8

(¢) M =2.00.

Figure 8.~ Concluded.




NACA RM SL58G28 SRR, 33

08 -
] - EEEREEREEREE
.__.410 IEBEESEERDEEEENERES
04' ] - e i o e o e e bg, degilii-
N - - ,;,.i'fo 0 f;f;,‘_‘j
%\ , - 11 o 5.0 i 3-
0 T : - IEREREEER
Cm ] - T NERENE
-04
-08
=12
~16[] ]
20}
_16F
I 3 S =5
12k 44
deg 8 ’ y/;f -
i B
4 B n
D’A/J-Fﬁ -
Y reg 5
e : -
i e
S J— 0 l z 3 4 5 6 8
%

() M =1.60.

/
Figure 9.- Effect of aileron deflection on the longitudinal aerodynemic
characteristics of the test model; &, = -9.8° and 8, = 0°.



NACA RM SL.58G28

SN,

(r) M =1.80.

Figure 9.~ Continued.

CONTD AN

3h



NACA RM SL58G28

04 Ty RENE
- IRBEEN
aa, deg,'_
0 - 1
s o 0 BN
Cm A o 5.0 {1/
-04 ] +-
. el L
e EREELL
-I2
201
164
I }O4
12}
a,
deg S
4 -
r(,\’
0 - : 5
7 SER
; = !
-2 -l 2 ! 5 6
N

(¢) M =2.00.

Figure 9.~ Concluded.

35



36

NACA RM SL58G28

@ $ Q © o ® g o

_m%s_ A mmwa“mmnmm wmﬁaw m%%a mmxmm_mm%m_~mmx T _wmﬁ wmam R
S
aw_amaeﬁ*mwzma%%_ e w%%w il @%%%: i Wmmmmmmmmmm mmm
A Nm% HE R

S G

Em s N
i _mﬁm

T an% A

il mmmmmg%_a mmmmmmmm e
G
wmmammamgm%m__Eﬁmzmng_mmm%mm

i
i
mwm
%ﬁmgﬁ il %méﬁ gmaEmé“uﬁmxwm% iR mﬁm T
BT mmmm,}aﬁmmzmm.mm% T i SR
B R mmmmm?ﬁw_“mﬁ%ﬁ IR
s R
FHRR TR R R wx i R RS R R
R ] mmm%mamﬁwwm i
T T R R R
awﬁam%m_%m w Exmmmwmam_m& EmmamamEmwmma_m%m%mmmmmmmmwmw%mm*mwémmmmmwmmmmmmémﬁa mmmm,_am»?.aMmmazmMmm_mmmmm?mmmmmzmmxmmﬁ_mmm it
L < Sl wm*méﬁmﬁmmwsmmmm_gm zmmg T .Mmmmammmm_mmmmmé i, _mam%m%anmm AR
IS Qs A s R R S
I Emmmmmagﬁammmmm%_mmxmmmmmmm_awam%%m_ T ﬁ“E_Emma%a_aﬁ%@% EZA H
o o R Mamw&x i SRR
pmma%w%m:mm I R R mmmmmwm&w_Emmmmmmmwm—mmﬁéwmﬁ_%m%mmw%mmmmmzmmm SN R
S R RS e
i @mmmmm%mmEMEEﬁmmmmmmmm%a%mmmmmmmammmmmmaEam_mmzmmnmmmmmmmém ﬁmmmmxEmmmmgmEmmmmmmmmzmmzE%m_W%m%m%m_mm_%_Emm
I _immwEmmmwmﬁmmmm%EmémmEémmmmmmm i amm_mmmgmmwmmmmmmmmmmma_mmmw I Eﬁw %mmma/mmmmmmm% HHHHHHH
fiite mmmmmm s R R R % i mmé%mmaﬁm i mﬁmmﬁmmmmmm_mmm%m%mmEE&%
BB R wmmmmmmmﬁmmmmwmmmmmwm%mﬁﬁ%&mmmmm__mmmmm_mmmmm__ “mmmmmwmmm_mmmm%. WS mmmmm%m_mmm%ammzé S
i wamwmwmgmmmm,m,z%%__émmrmmémmmmW%_mmmam__mmammmmmmEmwam%mmmmmEEmmwmmm&Eama%% It é%%maa_mmmmmmmmM«Mmmmmmg MR B R
_mm@mammmm_m%mmmmwa i mmﬁmmmmz_mm_m%mmammwmmmmmmmmmm_mmmm_mmma__%_mmamma_mmwmmEémmgmmmm I _mm%mxmmwmmm_mmmmmmww,ﬁm% i
R R T T R e B R
%_Mmmzmm~mmwm_ammaam i mmmﬁmwmmmmmmmmmamam_mummmmmﬁmmﬁ%m il m__mmm% mmm A _EEmmmmmmmmmmmmmmwxmmmmmmmmﬁ_ME%M%MWN

I

33t

""

3353

"’“

25321,
SnamE

Frates

T S R, mmm%ammmmm il ammmﬁammmmE"wmmmmmmm RERRHER R
BRI mmmmm%mmmwmw&%mmmE%mwmmmmmamE%ﬁ%@Emmﬁmm_mmmamﬁ R mmm%%%m il m%mmmm_mﬁ%%m
FA R R R R wﬁw e R R R
A ﬁ%mmm_zmwmmmxmmmmma%m%wm s R i mm&mmmm%%%m%mmmmm i
i wma&xmmmmzFma%ﬁmw“m AR mWmm?Emmmwmmammmmmmmmm_&mmmmiw% i IR
mmmmmmmi%mmm_%mma%;%am i R R mmmmmmmmmwmwﬁmmmmmmm i wmammmmm_Emnmmmmmm%% i Mmmmwmm.xmmmmm%mmm
i S s R R R R R m_..mmmmwmmmmMm"wm%%m_ e
B %mmmmmmmmmmmm R R P S ww/mmmmmmmmw
I mmﬁ%mmmmwmmma mma,mmmm=~mmm_mm~wmmm_mmmmmmmwmmmm R mmm_wmmmm@mmmmm i %mamm%mwam _»mmmmmmmmms%mm% il m_mmmmmm wmmﬁmm .ﬂ. A
A m:mummm B mmﬁw AR R R R mmmmw R mmmm"ma i aw. AR A
I Mmm? gt mmmw%%mmmnwmmmmm Mwmménmmmmmﬁw i R mwm%mmmm AR mmwm I mmm “mmmmmmé !
T L i mmw HHHEHE Wmm%mmwmmwmmwmwmmn HEE T mmmmmm mmwEwnwumﬁ&m%ﬁm. T
mdm T %m. %Ewm%mmmém R : e

il & R mmx% *mmmﬁm eI mmmm mmwmﬁmmmw i R B mmmmm m&%mmmm%%m_wmm%mamﬁ./_
v

st
1233

...J
..m

S

"’“

22222

32itzoeet

Bt

b

BRI
m.."—...z--'.«m

() M =1.60.

.—.5a=o°

Figure 10.- Effect of inlet fairing on longitudinal aerodynamic charac-
teristics of test model; 5, = B,




37

NACA RM SL58G28

R %mmmaﬁﬁ
i mmmammmm%mmmw
i

R

R R
mmm%mm Mmmwmmm
4

i i
| mmmmmmmmmm_mmmmmm i
i nwmuwmwémmmm il
M e
i zmsmmﬁmm
il mmmmmmzmmmzmm@mwmmmmmmm@ it
:mmmmw mmmmm%mmmmmmmm&mﬂm m» it
: i

ey

%im;ammEm,m%zmmmmﬁmzmmmx:E%xf%mmza mﬁ_aéz Eﬁa%% EE
mmmm&ﬁmm_mmamﬁ%mm_Emm_gma%m%_m%_mmﬁm%am_mm_mwéammam_m_ggza_mmasmm

SRR R G mmmmmmmmmmmmmmm_mmzmmamam_wama i E_EE_H i
R R S R R
ﬁmm@mﬁma.m_.”ﬁamn i mgﬁmmmﬁ_mﬁ% RS R R
AR mmmm pR ,.MW~MMwmmmmwmmmm R ]
T mmmmmmﬁammmmmmmmamm_%iammm _mm%m R ] _mmgmmm_é
it HEHEE s s S R R N
Sl Mw.u..&mmm%%w T Emymw_mmm%&wmmmwmamxmmmzwm_mma%w m_mmmmmmmmmmmmmmaﬁa_maﬁ_mgmm mm%ﬁm_s_
Sl s ammwmm%%m_mmmmmwm_m%mma&a_ﬁm ~ﬁmamammmEmm%%%%%m% HHH
mmmmi“ﬁ A mw__Mmmmmmmmmmagmmmmmm B mm_mmmmwm_mmm%maﬁmmmmmmzmmg ,wmam_m%aEmmmmmmmm_mmmwmﬁimm i
o [ e
A R éwmmmmmm mRR %mmEmamﬁmm_Ewmmmmmm_%@%gma

~.-u_........

i
AR

i
safain:

[(+]

Frts

42233,

2]

mx mwm?m&
Rl

_._.

i R BT _amw.a.mm% s i N i
A m“% xﬁamémmmmmmmémmm ammmm_wmmm I Emam_amjm_amm S %%mmm T

HEREA B e R I % R R
T ammmmwaz%%%mmmmmaEmmmmmm%mmmmamzmamammwm mmmmmmmmﬁmmmmmmaE_Emziﬁmmmmmm_mmﬁmmam%x%_Zmm_amswm_%% p
mﬁmﬁaﬁ%&ﬁ@@g TR Mamammmﬁaga%%%%ﬁwm R R
i m_mwmEmmmgwmmmmmmwEm_mwmmm_mﬁm_mmmmmm_mmmm_mmamaﬁmm_mmmmMmmmwmm_*aw%mmamé mwm%_mmm mwmam R
R R R E G R
B R ammmEmmm~Mmzﬁmmzmmgzmmmmmmmmm_mmammmm%_mﬁm_“mzmmEmmm_mmmmm%_ma_a m%m%m%amm_mm%m%%a
T RIS “mmmm&Eﬁmmﬁmmammmm,mmmm_mwmmmz%mamﬁ%ammamééammm e R T
R R R mmmmmm HHE R R M_Nm%m_ I Ema“%%_% [ R
mmmzmmmm_mmmgmmmmwm L R e N
.mmmwmamzm%._,a T mmmzmEmmm_mm_mmm_mmmmﬁm_mmg@%ﬁﬁ%m%mmmmmmmm_mméma%m_mma émmxE_a_ﬁmmmzm%m_m%m_a_mw i
AR R R R R R R m%mmm_a%m%m_g%EEE_Eammw%s
B mammwmmmémmmmzmmmg"_mwmmw“mmmmmmmmmaﬁ%ﬁMmmmmzm i ﬂmmmﬁmmmmmm%_§aammmmamm%m%.mmmzmmzmmmmaa
s B s s RS
iR mmmam_Emm_ammm_mm%__EmmmE__E__a_mmmm%saﬁmm%_mmmm%mmmmmam R
S R R R wmwmaémmmmmm“_mma%mam__amﬁmmmmm_*mammmmw_mwmawmmmwammmﬁ_Zwmmmmma
HIREH i R R R R Wmmma%t%mm_ w ga%m_mmmam&% R R
Hifl mmm”mmﬁmma AL wmwmmmmm.%gmmimmm iR R am%a_mw%m_mw%mmmwmmm_m N .Mm%mmm m%%&.m%% iR %mmmm:_%a EE

""'

“‘"

22338
2222

O

-.O
-l2
2

Cm -.04
deg

(b) M .=1.80.

Figure 10.- Continued.




38

NACA RM SLS58G28

LY PN

S

i i 1k T R
i i Ik it H R
i i i R AR mﬁmﬁ%&ﬁﬁw
i i ; i I i HHHH
i Al R ﬁ@ﬁmﬁw R R
R R il M Al e R
B B i R R R
R R Aaa e i il
i Sl SRR B HH R AR
il i s S HEERRR R R R
i .ﬁ&%&%ﬁrﬁﬁﬁ%%%%%%%ﬁﬁwﬁﬁéméﬁ%ﬁﬁ%@&&%ﬁéﬁ%ﬁ%@%@%%%%&%ﬁﬁ%ﬁm
I %ﬁ%%é%.wgw%%%ﬁﬁ&ﬁ%%%%aﬁéﬁ%ﬁﬁmﬁﬁﬁﬁmméﬁﬁﬁﬁ%ﬁﬁﬁﬁﬁﬁﬁﬁ%ﬁg4
G m%@ﬁﬁﬁgﬁﬁﬁﬁﬁﬁg%@%%%n%?&%ﬁ@@%@%ﬁ@%E%ﬁ%&%%%%ﬁ%@%%%%ﬁ%A
i %%%&?%ﬁ@%&%@@ﬁ%%%%@ﬁ%&&%%%ﬁﬁEm Egﬁﬁﬁﬁﬁﬁﬁ%ﬁﬁﬁﬁﬁa&
G A .mmmmMm&ﬁm“.m.mmmmmmmﬁmmm%mwmﬁmm@mmmmm”wm.mmm%w.mmm.m%.ammm NE
i w&@mé%%%%ﬁ%ﬁﬁﬁm%@ﬁ%ﬁ%@&ﬁ%@ﬁ%ﬁm1@L%%%%&%%§§@§%%%ﬁ
VARG N%%%%mmgﬁﬁﬁﬁﬁ%ﬁﬁﬁﬁﬁéﬁﬁaﬁﬁﬁﬁﬁg&&%@3@%%%%%%%%@%a%@%
i Wﬁﬁiéw%ﬁ%ﬁ&%%%%%%%%ﬁ%%ﬁ%E&%@%&%ﬁ%ﬁ%ﬁ%ﬁ%ﬁ%@%@%ﬁiéy
R i Wﬁéﬁﬁﬁﬁa%%aﬁﬁﬁﬁﬁ%ﬁﬁﬁﬁﬁﬁﬁﬁﬁﬁﬁﬁEﬁ%@%gaﬁ%%ﬁﬁﬁﬁﬁagzﬁ%
pH i ﬁﬁﬁwﬁﬁﬁgﬁﬁ5%%%%%w%%%ﬁ%&ﬁﬁ%%%ﬁ%%%%&ﬁ%%@%%ﬁ%@%@%ﬁ%&%
il wa@ﬁ@ﬁﬁaﬁﬁﬁgﬁﬁﬁﬁéﬁﬁﬁﬁﬁﬁﬁaﬁéﬁ%ﬁ%@%&%@ﬁ%ﬁ%@%a%ﬁ%%%%%ﬁ%&%ﬁ%éggﬁﬂﬁm.
L %%%%%@w%%%%ﬁa%%&%@ﬁ&%@@wﬁ%&ﬁ%@%&%%%@@%ﬁaﬁ%a%%ﬁﬁgéﬁ@ﬁ%@%ﬁ%ﬁ%ﬁ%ﬁm
%%ém%%ﬁ%ﬁ%%%@%%%%%@@%%%@ﬁ%%%&%@%%ﬁ%ﬁ%@%%ﬁ?m%%%m%%ﬁ%&%ﬁﬁ%%ﬁ%%@éﬁéﬁa
mmmmmmmm%mwmm&%&zmmwmmmﬁm@mmmﬁEm%mwmmm@mww_xmEwm%m_mmmmmmmMmmmmmmmmm%gmmmmx.mmmmmwmmmmmmmmmmm%wmmmmmmmm%mgﬁmm%%%ml
wﬁﬁég%%ﬁﬁégﬁ§§%%%%%%@%%%%%%%%%%E%%%ﬁ%@%ﬁ%ﬁﬁ&%ﬁ%%%%@%%%&%ﬁ%%ﬁ%@ﬁ%ﬁa.
m_.mamwmﬁmamwmm%&mmmmmmwmmgmwmmm A TR R
.*ﬁiﬁ%ﬁ%%@;@%%@%@&%@ﬁ%ﬁ%%E%&%ﬁ;@%ﬁ%ﬁ@%%ﬁ%@@@%ﬁ%ﬁ%ﬁ%@%%ﬁ%@%s
R H S R O
uEE%%%%%%%ﬁ%ﬁ%%&ﬁ%ﬁ%ﬁ%ﬁ%%%ﬁgéﬁﬁ%%%%%ﬁﬁéﬁﬁméﬁgﬁﬁﬁéﬁﬁﬁﬁzﬁﬁﬁém
M T R R NG
L m%%ﬁﬁ%%@%@&%ﬁ%@%%&ﬁ%ﬁ%@E@%@%&%ﬁm S A B
i A R R R S i S i

(c¢) M =2.00.

Figure 10.- Concluded.



NACA RM SI58G28 SONERRENDERNT, 39

Vertical tail

) On
0 Off

-0l

-02; ! !
-8 -4 0 4 8 12 16 20 24
B, deg

(a) M =1.60.

Figure- 11.- Variation of lateral stability characteristics of test model

with angle of sideslip; 8, = 5, = 0°.



Lo

24

NACA RM SL58G28 GONETRR,
Ol
’ Vertical tail
O‘ H H B
HO On
{0 0off
0 =|72°3
Ch 0
=549
a=l0.5°
0 = || o3
-0\ a=6.]°
-02
-03 a= |.8°%H
-8 4 8 12 16 20
B, deg

(a) Continued.

Figure 11.- Continued.

AN



NACA RM SL58G28

08y,

O

]

Vertical tai

On
Qff

™):

(>
—l_l_

0 4 8 12 16

B, deg

(a) Concluded.

Figure 11.- Continued.




NACA RM ST58G28

Lo

O
0

On
Off

" Vertical tail

-0
B4 0 4 8 12
B, deg

(v) M = 1.80.

Figure 11.- Continued.

16

4



NACA RM SL58G28

43

Vertical tail
o
© On
5 Off
= 7O%
¢,
=94
-7
O =%
a=60°
g8

* 8 12

ﬁ% deg

(b) Continued.

16

Figure 11.- Continued.

24




NACA RM SL58G28 SONPRESR,
08
Vertical tail
04
i o On
a off
OH
a=|7.1°
CY i
O u=!!;!!!:)‘!i%
i
a =l
s
0
=04
a=54°
-08 i = | 8%
1333
-12 _
a= |.|%4
-.16 TR
-8 -4 4 8 12 16 20 24
B, deg

(b) Concluded.

Figure 11.- Continued.

L



45

NACA RM SL58G28 e mmre =
0l
. . Vertical tail
0 £
a1 On
Hl off
C oea
ol
G
0
0
o)
43 i HHHHE f :
%g -4 0 4 8 12 16 20 24

B3, deg
(c) M = 2.00.

Tigure 11l.- Continued.



NACA RM SL58G28 SONRES RN 46

Ol

Vertical tail

o) On
0 Off

Ch O

QR
i
o

ua

U

8 -4 0 4 8 12 6 20 24
B, deg

(¢) Continued.

Figure 11.- Continued.



NACA RM SI58G28 ORI,
08
Vertical tail
O off
0
0
=69
C
M Yol
C HH
as=]0.
a=9
0
a=60
_04[8 i
08 a=18
12
a=|.|
& 4 4 8 12 16 20 24
B, deg

(c) Concluded.

Figure 11l.-~ Concluded.



NACA RM SL58G28 SONTERTENTRIiin, 48

004
0 0

.004

-4 0 4 8 12 16 20
a, deg

(a) M =1.60.

Figure 12.- Variation of lateral stability characteristics of test model
with angle of attack; 8 =8, =8, = o°.



k9

NACA RM SL58G28

Bl

(o

T

i

Q

*

- Continued.

Figure 12.



50

i nwmgﬁaw
i HEEE
aﬁﬁééﬁa m:%amafﬁ%maa
~mwﬁﬁaaaﬁ@mamﬁm i
ﬁ: mm.m&@m yw %&&wﬁm
m%“ S g@@ﬁaﬂw:ﬁ&wgﬁm i
mﬁdwﬁmmgwﬁ%w . ..m%%ﬁ A
a&%ﬁxaxgmm§ﬁmﬁ %ﬁ&i&ﬁ

xx::...:!

naﬁﬁﬁwﬁ
il

#
i
il i

e

i il ”mannwmmmm~mm”“.Mm~wmmwmmmmm.

i

NACA RM SL58G28

- Concluded

igure 12

F




51

NACA RM SL58G28

R
mxwwwm i

i Mum.x

Bl
bR
R R
aﬁmmmmmﬁmﬁmmmd ;
i E
S :.mﬁm

mmmm%ﬂmx numama e

with angle of attack; 8g = 8y = 0°.

1 off,

on of lateral stabllity characteristics of test model,
1

Y

1

vertical ta

Figure 15.- Variat




52

NACA RM SL58G28

mmmmmmmm o i mﬁwn

i
il mmmmm@: I
.,ma .“nmwmwmmw i rmwmwx. A
il mmwmw i “mmhm wm mw

o

mmwmum

s
[

il : ; : ; mm%mmw.n

wﬁmmﬁm,&

a, deg

.~ Continued.

igure 15

F




55

NACA RM SL58G28

T

i
i3
i3
i}

i

HEE

wmuﬂ

deg

a,

- Concluded

Figure 15




NACA RM SI58G28 L 54

ve, O
':. CZ 0
8,., deg
-0 o 0
50
A O7
o 200 004
0]
Cn
008
012
Cy © ! :
"0_4 0 4 8 6 20
‘ a, deg
(a) = 1.60.

Figure 1k.- Effect of rudder deflection on lateral aerodynamic charac-
teristics of test model; &, = 8y = o°.



NACA RM SI58G28 SRS 55
Ol
CZ 0 i :
3y , deg
-0l o 0O -
& 50
A 97
0 200 004
0]
Cn
004
008
04
CY 0
"O_Z 4 8 2 6 20
a, deg
(b) M =1.80.

Figure 14.- Continued.



NACA RM SIL58G28

Ol
C2 0
S, , deg
-0l o 0
& B0
A 97
0O 200 004
0]
- Cn
008
04
CY 0
Y 0 Z 8 6 0
a, deg
(¢) M = 2.00.

Figure 1Lk.- Concluded.



- w v w ©

NACA RM SL58G28

Ol
-0i g, deg 3, deg
o O 0
g O 50
S 0 100
A Q0 198
N -98 50
008
004
i T : 0
-004
04
; » ; %E “h
CY 0 :
0% 0 4 8 2 6 20
a, deg

(a) M = 1.60.

o7

Figure 15.- Effect of aileron and elevator deflection on lateral aero-
dynamic characteristics of test model; &, = 0°.



oe

NACA RM SL58G28 OO ) 58

Of :
CZ O BiH 4}- i t: s.
-0l g, deg 3, deg
o 0 0
o O 50
> 0 100
A O IS8
N -98 50 )
008
004
Cn
S PR 0]
004
04
g : i
CY 0
-04
-4 0 4 8 2 i6 20
a, deg

(b) M =1.80.

Figure 15.- Continued.



008 0o

NACA RM SL58G28

59

0Ol
CZ O i : §
IR i
-0l e, deg &g, deg
o 0 0
O O 50
& 0 100
A4 0 198
N 98 50
008
004
Cn
o 0
004
Cy 0 =
0% 48 2 6 20
a, deg

(c¢) M =2.00.

Figure 15.~ Concluded.



po

be
e

NACA RM SL58G28 ) 60

!.?, -
bes degba, deg|
(o) 0 0
6 o 10.3 0
o -9.8 0
A -19.9 0
D B 2299 0
o -9.8 5.0
a
3
2
Che
A
0
-l
-2
-3
-4
-4 0 4 8 12 16 20
a, deg
(a) M = 1.60.

Figure 16.- Variation of elevator hinge-moment coefficient with angle of
attack.



NACA RM SI58G28

! Ses degﬁa, deg
o} 0 0

o o 10.3 0
¢ -9.8 0
A =19.9 0

= b -29.9 0
o -9.8 5.0

4

3

2

Che

ol

0

|

-2

=3

- 4 8 2" 16 20

a, deg
(b) M =1.80.

Figure 16.- Continued.

61



NACA RM SL58G28

. 6g, degbg, deg
0 0 0

> o 10.3 0
¢ -9.8 0
A -19.9 0

4 N =29.9 0
0O -9 .8 5.

3

.2.

Ch’e A

0

|

-2

-3

-4

-4 4 8 i2 16 20
a, deg

(e) M = 2.00.

Figure 16.- Concluded.



NACA RM SL58G28 CONRED RS 63

- . 6, degba, deg

LDpF pODOO

(a) M =1.60.

Figure 17.- Variation of elevator hinge-moment coefficient with 1lift
coefficient.



. NACA RM SI58G28 CONBEDTNT 6l
:. 6 ‘ §es degﬁas deg ‘
) o 0 0
2 o 10.3 0
¢ =-9.8 0
A -19.9 0
Al b =29.9 0
susse O .79 °8 I 500
3
2
Ch,e o
0
-4
-2
-3
-A - — el el — =
”:'.Z ] 0 I .2 -3 -4 c5 06. o7

9
(b) M =1.80.

Figure 17.- Continued.



65

NACA RM SL58G28

oo

e

e ®o 0 0 @

- Concluded.

Figure 17



NACA RM SI.58G28 GOSN 66

;.::: 2 Sy, deg’
0. O
& 50
A A 97
= ZOtO
) e
Ch,r b T : 2 i
-2
-.3::5 HH
4
‘4 ) 4 8 2 16 20
a, deg

(a) M = 1.60.

Figure 18.- Variation of rudder hinge-moment coefficient with angle of attack.
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Figure 19.~ Variation of aileron hinge-moment coefficient with angle of
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Figure 23.- Effect of rudder deflection on aerodynamic characteristics
of vertical-tail loads.
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Figure 25.- Summary of longitudinal control effectiveness of test model.
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TONGITUDINAL AND LATERAL STABILITY AND CONTROL

CHARACTERISTICS AND VERTICAL-TATL-LOAD MEASUREMENTS FOR

A 0.05~SCALE MODEL OF THE AVRO CF-105 AIRPLANE AT

MACH NUMBERS OF 1.60, 1.80, AND 2.00%

By H. Norman Silvers, Roger H. Fournier, and .

Jane S. Wills

ABSTRACT

The model had a 3.5-percent-thick modified delta wing with a
leading-edge sweep of 61.4°, an aspect ratio of 2.04, and a taper ratio
of 0.089. Results were obtained through an angle-of-attack range from
approximately -4° to 18° and through an angle-of-sideslip range from
approximately -4° to 18° at several angles of attack. In addition to
six~component force and moment results on the complete model and vertical-
tail loads, hinge moments were measured for the elevator, rudder, and

aileron.
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